
Myra Limestone is a famous quarry in Turkey that 
produces one of the most elegant and subtle 
limestones. This stone is soft to the touch yet 
still dense and suitable for swimming pools. The 
rare beauty of Myra offers endless application in 
projects that require elegance and subtle tones.

N A T U R A L  S T O N E

Myra Limestone

610X406

406X406



P R O D U C T  S P E C I F I C A T I O N

TYPE FORMAT FINISH WEIGHT PER m² m² PER PALLET

TILE 610X406X12 HONED & TUMBLED 77.1 10.88

PAVER 610X406X30 HONED & TUMBLED 30.84 39.63

PAVER 406X406X30 HONED & TUMBLED 77.1 16.34

M Y R A  L I M E S T O N E

Additional formats and finishes can be produced for custom

Test Analysis

TEST RESULT

WATER ABSORPTION 1.208 %

TOTAL POROSITY 3.198 %

SLIP RESISTANCE MEAN (WET CONDITION) P3

SLIP RESISTANCE MEAN (DRY CONDITION) P5

UNAXIAL COMPRESSIVE STRENGTH 690 kg/cm²

IMPACT STRENGTH 6.75 kg cm/cm³

Available formats & finishes

Sealing natural stone is essential in ensuring the longevity of the product.  Europe Imports recommend the Chemforce 
Fortifier Plus for pool coping that will be affected by salt water. This is a penetrating consolidator plus permanent 
water repellant and protects the stone against salt spalling. For all other areas we recommend the Chemforce Stain-
Protector premium impregnating sealer. 

Europe Imports stone products are researched at length to ensure only the highest of quality stone is produced 
and distributed. All our stone selections are of the highest density and formats are produced with only a +/- 1mm 
tolerance. We work incredibly closely with our quarries and suppliers in the block selection process and have quality 
assurances in place throughout the process. 


